
IMPORTANT NOTES:

1) This manual is valid for the following Model and associated serial numbers:

MODEL SERIAL NO. REV. NO.

2) A Change Page may be included at the end of the manual. All applicable changes and
revision number changes are documented with re ference to the  equipment serial num-
bers. Before using this Instruction Manual, check your equipment serial number to identify
your model. If in doubt, contact your nearest Kepco Representative, or the Kepco Docu-
mentation Office in New York, (718) 461-7000, requesting the correct revision for your par-
ticular model and serial number.

 
3) The contents of this manual are protected by copyright. Reproduction of any part can be

made only with the specific written permission of Kepco, Inc. 
 
 Data subject to change without notice.
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Please note the following corrections to the Manual material as indicated:

Parts List and Schematic Diagram

1. CHANGE: CR201,202 Diode,Rect.,Stud Mount 300V,(PIV),150A Kepco #124-0493
To: CR201,202 Diode,Rect.,Stud Mount 100V,(PIV),150A Kepco #124-0559

2. CHANGE: B201 Motor,Fan 115Vac,50/60Hz Kepco #148-0027
To: B201 Motor,Fan 115Vac,50/60Hz Kepco #148-0049

3. CHANGE: Blade,Fan,CW Rotation 5" Dia.,5 Blade,Nylon Kepco #149-0028
To: Blade,Fan,CW Rotation 5" Dia.,5 Blade,7/32 HUB Kepco #149-0032

4. CHANGE: CR203,204 Rectifier,STUD 300V (PIV),100A Kepco # 124-0492
To: CR203,204 Rectifier,STUD 100V (PIV),150A Kepco # 124-0561

5. CHANGE: Grommet, (qty 4) Kepco # 105-0031
To: Grommet, Closed (qty4) Kepco # 105-0046

6. SCREW: Screw, (qty 4) HXSW, 8-18x0.6255 ST Kepco # 101-0327
To: Screw (qty4) THPH, 8-18x0.6255 ST Kepco # 101-0328

7. NOTE: Changes 5 and 6 above changes dielectric strength as follows:
a. From source power input or output terminals to chassis, or
b. From source power input to output terminals:
CHANGE: 600Vrms
            To: 2000Vrms for 60 Seconds, leakage current less than 1.5mA.

8. CHANGE: DS101 Pilot Light 115V a-c, Red Kepco # 152-0087
To: DS101 LED Indicator 115V a-c, Red Kepco # 152-0115

9. CHANGE: CR201,202 Diode,Rect.,Stud Mount 300V,(PIV),150A Kepco #124-0493
To: CR201,202 Diode,Rect.,Stud Mount 100V,(PIV),150A Kepco #124-0559

10. CHANGE: CR201,202 Diode,Rect.,Stud Mount 300V,(PIV),150A Kepco #124-0559
To: CR201 Diode,Rect.,Dual 280V,(PIV),300A Kepco #124-0689

11. CHANGE: CR203,204 Diode,Rect.,Stud Mount 300V,(PIV),150A Kepco #124-0559
To: CR202 Diode,Rect.,Dual 280V,(PIV),300A Kepco #124-0689

NOTE: CHANGE 10 and 11 above implemented by mounting CR201 and CR202 on heatsink
assembly 113-0552 in bridge rectifier configuration where CR201 is located nearest to T201.

PRR12-77M/12-1084/r5 C5562
PRR12-77M/06-1295/r7 C7315
PRR12-77M/03-1098/r8 C8229
PRR12-77M/06-1518/r9 C13431
PRR12-77M/06-2218/r10 C14121
PRR12-77M/04-0419/r11 C14292
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FIGURE 7A.    MAIN CHASSIS COMPONENT LOCATIONS
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